
STRONGER 
THAN THE 
LUMBER 
IT LOCKS 
TOGETHER
NO MORE
SQUEAKY 
FLOORS

LUMBER LOCK®

IS A GREAT PRODUCT. 
“I WON’T USE ANYTHING ELSE. 
IT’S AN EXCELLENT PRODUCT BECAUSE 
IT BONDS WELL IN  ALL CLIMATES AND 
CONDITIONS, FROM 40° C  SUMMER 
DAYS, TO -40°C WINTER DAYS AND 
EVERYTHING IN BETWEEN.”

MICHAEL D. - FRAMER - WOODSTOCK, ON



A heavy-duty subfloor adhesive 
formulated for adhering subflooring 
to floor joists  and plywood to wood 
framing.  LUMBER LOCK ® can be 

used on wet, frozen, pressure treated 
lumber, untreated lumber,

engineered lumber, OSB, particle 
board and much more.

            SPECIFICATIONS & CERTIFICATIONS
LUMBER LOCK® exceeds the requirements of CAN/CGSB-

71.25M and CAN/CGSB-71.26M specifications.
This product also exceeds ASTM D3498-19, AFG01 and     

ASTM C557 standards.

www.LUMBER-LOCK.com

Jobsite and Performance Benefits

Easy to Gun When it’s Cold 
Down to -17°C (1°F)

All-Weather Versatility 
Bonds to wet, frozen, and treated 
lumber.

Won’t Run-On When it’s Hot 
Up to +49°C (120°F)

Reduces Callbacks
Remains flexible keeping your floor 
system quiet.
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